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Plant Material Palette / Schedule

SITE (1000 Greacen Point Rd)

Plantings
1. Furnish and install all plants shown on the drawings, as specified, and in

quantities as listed on the plant list. Quantities shown on drawings take
precedence over quantities listed in the plant list. Bring any discrepancies
to the immediate attention of the landscape architect.

2. Plants shall conform with the American Association of Nurserymen
Standards.

3. All plants shall be typical of their species or variety and shall have a normal
habit of growth. They shall be sound, healthy and vigorous, well-branched
and densely foliated when in leaf. They shall be free of disease, insect
pests, eggs or larvae. They shall have healthy, well-developed root
systems.

4. Substitution will be permitted only upon approval of the landscape
architect (L.A.) and/or owner.

5. Newly planted trees and shrubs shall be pruned in accordance with the
American Association of Nurserymen standards.

6. All plant material shall be guaranteed for one replacement for one year
following date of acceptance by L.A./Owner.

Plant Placement and Field Adjustment
1. Location and placement of all plant material shall be verified in field by L.A.

prior to installation.

Lawn/Turf
1. Fine grade and seed all areas disturbed by construction operations and all

areas not covered by construction operations and all areas not covered by
buildings, structures, paving or planting areas.

2. Min. 4" topsoil in seeded areas min. 6" in planted areas. State total
amounts of yards of topsoil and fill included in proposal.

3. Spread and incorporate ground limestone into the top 3" of topsoil on lawn
areas at the approximate rate of two tons per acre at least five days before
applying commercial fertilizer. Spread and incorporate commercial fertilizer
into the top 3" of topsoil on lawn areas at the rate of 1000 pounds per acre
(25 pounds per 1000 s.F.) rake topsoil to a smooth, even draining surface.

4. The rate of seeding shall be 350 pounds per acre (8 pounds per 1000 s.f.)
grass seed shall be sown by hand or by approved machine in such
manner that a uniform stand will result. After seeding, the surface shall be
evenly raked with a fine-toothed rake. (seed shall be 50% Kentucky blue,
25% perennial rye, 25% red fescue) or approved equal or as site and soil
conditions warrant.

5. Grass seed shall be sown only between April and June 1, and between
August 15 and October 31, and only during approved periods when
weather conditions are suitable.

6. Apply 1" of loosely applied mulch to all seeded areas.
7. Roto-till all compacted areas as required to a minimum 12" depth.
8. Re-seed all areas that do not show a satisfactory stand of grass after 30

days and continue to do so until a satisfactory stand of grass has been
established and approved by L.A. Remove and dispose of existing erosion
control barriers upon completion of project.

Planting Bed Mulch
1. Mulch all plant beds with minimum of 3" SWEAT PEAT mulch. (L.A. to

approve sample of mulch prior to installation.)

Landscape Contractor (L.C.) Specifications
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